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SOH18MU-E32DA1D SOH24MU-E32DA1E
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SOH18MU-E32DA1D/O SOH24MU-E32DA1E/O
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2.2 Operation Characteristic Curve

2.3 Capacity Variation Ratio According to Temperature
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Conditions  

Indoor: DB27°C/WB19°C  

Outdoor: DB35°C/WB24°C 

Indoor air flow: High  

Pipe length: 5m

Conditions  

Indoor: DB20°C/WB15°C  

Outdoor: DB7°C/WB6°C  

Indoor air flow: High  

Pipe length: 5m
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Heating operation ambient temperature range is -15ºC~24ºC

Heating operation ambient temperature range is -22ºC~24ºC
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Conditions

Indoor:DB20°C

Indoor air flow:Super High

Pipe length:5m
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Conditions

Indoor:DB20°C

Indoor air flow:Super High

Pipe length:5m
Condition
Indoor:DB27°C WB19°C
Indoor air flow: High
Pipe length:5m

Condition
Indoor:DB27°C WB19°C
Indoor air flow: High
Pipe length:5m
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3. Outline Dimension Diagram

3.1 Indoor Unit

W W1 W2 W3

18K 1017 304 221 127.5 685 204.5

24K 1135 328 247 215.5 685 234.5
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3.2 Outdoor Unit

SOH18MU-E32DA1D/O   SOH24MU-E32DA1E/O




